
PIPE TRENCH

--
PAVEMENT & BASE PER NOTE 2
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18" MIN

(PIPE OD OR
FITTING VALVE OR

STRUCTURE) + 2.5 FT
= MAXIMUM

CLE WIDTH OF
TRENCH (UNSHORED) CHART A

SIZE OF PIPE
(INCHES)

MIN DEPT OF COVER
OVER PIPE IN INCHES

(SEE NOTE 1).

4T06
8 TO 10

12 OR LARGER

36

42

48

GENERAL NOTES:
1. THE DEPTH OF COVER OVER THE PIPE SHALL BE MEASURED VERTICALLY FROM THE

TOP OF THE PIPE WITH REFERENCE TO AN APPROVED, IMPROVED GUTR FLOWLINE.
WHERE THERE IS NO IMPROVED GUTR FLOWLINE, USE THE ELEATION OF A
PROPOSED ADJACENT FLOWLINE AS THE REFERENCE ELEVATION.

2. PAVEMENT SHAL BE PER THE REQUIREMENTS OF THE LOCAL AGENCY'S PERMIT BUT
NOT LESS THN THE REQUIREMENTS OF STANDARD PLA 132-1 FOR PCC PAVEMENT OR
STANDARD PLA 1331 FORAC PAVEMENT.

3. BEDDING SHA BE SAND PER SSPWC 3061.2.1 UNLESS OTHERWISE APPROVED
BY THE DISTRICT.

4. NEITHER BEDDING NOR BACKFILL SHAL CONTAIN PARTICLES GREATER THA
ONE SQUARE INCH.
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